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RG LED Series 
Curved Metal Top

CATALOG #

Project

Type

 Max EPA: 1.52 sq feet

 Max Height: 44-1/2” (113.0cm)

 Max Width: 19-1/8” (48.5cm)  

 Max Weight: 30 lbs (13.6 kg)

 Listing: CSA listed for
wet locations

This acorn styled luminaire consists of a decorative luminaire base with an integral globe 
holder/gear housing and an acorn shaped globe.

• Injection molded, refractive, clear acrylic or polycarbonate base with curved metal top

• Optional trim selection: Finials, Bands, Medallions

• Tool-less gear housing option

• Stainless steel hardware

• 9 Different styles of bases coordinate with this luminaire

• CSA listed and labeled as suitable for wet locations

• Powder coat fi nish

• 3” O.D. x 3” tall tenon required for mounting

Sample Catalog number as it might appear when ordering below:

RGCL A
32LED

525 Ma 4K ARF R5 MVOLT ANBK RF

Series Decorative
Base

Wattage/
Lamp

Color
Temperature

Lens
Options

Distribution
Options

Voltage Finish Finial 
Options

ARH MD4 BS8 ––

Arm
Options

Med 
Options

Band 
Options

Photocontrol
Options

Ordering Guide:

Series

RGCL

RGC1L

RGC2L

RGC23L

Decorative
Base

A      AU2

D      E

K      M

N2    W

X

LED/
Driver

32LED 525Ma

32LED 700Ma

Color
Temperature

Lens
Options

ARF

PRF

Distribution
Options

R5

R3

Voltage

MVOLT3

347

480

Finial 
Options

FPF

SMF

SFF

PDF

GF

RF

FSF

SAF

RPF

AMF

PGF

Arm 
Options1

ARH

ARY

ARU

ARV

Notes:
1. Arm, medallion and band must be selected together. None

of these options can be selected alone.
2. Not available with photocontrol options PEBI and PEB2.
3. Electronic multivolt driver capable of handling any line

voltage from 120V to 277V, 50 or 60HZ.
4. Twist-lock photo control only available with AU and N bases.

3K

4K

5K

Med Options1

MD3     MD12

MD4     MD13

MD5     MD14

MD6     MD15

MD7     MD16

MD8     MD17

MD9     MD18

MD10   MD19

MD11

Band Options1

BS1     BS71     BL41

BS2     BS81     BL51

BS3     BL1       BL61

BS4     BL2       BL71

BS5     BL3       BL81

BS6     BL4

BS7     BL5

BS8     BL6

BS21   BL7

BS41   BL8

BS51   BL21

BS61   BL31

Photocontrol 
Options

PEB1

PEB2

PE14

PE34

PE44

PE74

PER4

Finish

DBL

DDB

DNA

DWH

CS

CM

ANBK

ANDB

ANDG

ANVG

Fuse 
Options

SF

DF

DOWNTOWN

leflored
Highlight

leflored
Highlight

leflored
Highlight

leflored
Highlight

leflored
Highlight

leflored
Highlight

leflored
Highlight

leflored
Highlight

leflored
Highlight

leflored
Highlight

leflored
Highlight

leflored
Highlight

leflored
Highlight

leflored
Highlight
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Decorative Bases

Series

LED/Driver

Select Your Options From

32LED 525mA (Type V only)

32LED 700mA (Type V only)

EA

M

KAU W

8”
(20.3)

3-3/4” O.D.
(9.5cm)

11-1/2”
(29.2cm)

4-3/4” O.D.
(12.1cm)

14-1/4”
(36.2cm)

4” O.D.
(10.2cm)

8-1/4”
(21.0cm)

4-3/4” O.D.
(12.1cm)

9”
(22.9cm)

4” O.D.
(10.2cm)

11”
(27.9cm)

5” O.D.
(12.7cm)

13-1/2”
(34.2cm)

3-7/8” O.D.
(9.9cm)

13”
(33.0cm)

4-1/2” O.D.
(11.4cm)

6-3/4”
(17.1cm)

3-3/4” O.D.
(9.5cm)

Select Your Options From

X

N

D

A

AU

D

E

K 

M

N

W

X

Mount to 3” O.D. x 3” tall tenon: 3T3

Color Temperature

Select Your Options From

3K

4K

5K

Select Your Options From

RGCL

RGC1L

RGC2L

RGC23L

RGCL RGC1L RGC2L RGC23L

x

x

x

x

DOWNTOWN
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Lens Options

Voltage

Select Your Options From

MVOLT

347

480

Select Your Options From

ARF

PRF

Distribution Options

Select Your Options From

R3

R5

R3
IES type III 

asymmetrical 
distribution     

R5
IES type V 

symmetrical 
distribution     

Type III (32 LED’s)

Type V (32 LED’s)

(Acrylic Refractor)

(Polycarbonate Refractor)

Finial Options

Select Your Options From

FPF

SMF

SFF

PDF

GF

RF

FSF

SAF

RPF

AMF

PGF

*SFF *PDF *GF RF FPF RPF*FSF *SAF AMF PGFSF

Arm Options

Select Your Options From

ARH

ARY

ARU

ARV

ARH ARY ARU ARV

Notes: 
• Arm, medallion and band must be selected together. 

None of these options can be selected alone.

x

x

x

x

x

DOWNTOWN
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MD3 MD4 MD5 MD6 MD7 MD8 MD9 MD10 MD11

Med Options

Select Your Options From

MD3

MD4

MD5

MD6

MD7

MD8

MD9

MD10

MD11

MD12

MD13

MD14

MD12 MD13 MD14 MD15 MD16 MD17 MD18 MD19

MD15

MD16

MD17

MD18

MD19

Band Options

Select Your Options From

BS1

BS2

BS3

BS4

BS5

BS6

BS7

BS8

BS21

BS41

BS51

BS61

BS71

BS81

BL1

BL2

BL3

BL4

BL5

BL6

BL6

BL8

BL21

BL31

BL41

BL51

BL61

BL71

BL81

BS81 BL81

BS21 BL21

BS31 BL31

BS41 BL41

BS51 BL51

BS61 BL61

BS71 BL71

BS1 BL1

See Thru Designs Solid Designs

BS8 BL8

BS2 BL2

BS3 BL3

BS4 BL4

BS5 BL5

BS6 BL6

BS7 BL7

Photocontrol Options

*Twist & Lock Photoelectric Cell Options
available with luminaire bases AU, N and S only.

3-7/8” O.D.
(9.9cm)

4” O.D.
(10.2cm)

NAU

Select Your Options From

Fuse Not Included 
PEB1 Photoelectric Cell Button 120 volt

PEB2 Photoelectric Cell Button 208, 240, 277 volt

PE1 NEMA Twist & Lock PE 120, 208, 240 volt

PE3 NEMA Twist & Lock PE 347 volt

PE4 NEMA Twist & Lock PE 480 volt

PE7 NEMA Twist & Lock PE 277 volt

PER Twist-Lock Photocontrol Receptacle

Notes: 
• Twist-lock photocontrol only available with AU and

N bases.
• PER is required when PE1, PE3, PE4 or PE7 is used.

Cast aluminum door

*Optional twist-lock photocontrol (PE1)

*Optional twist-lock receptacle (PER)
Safety cable

(1) 10-24 Button head socket cap screw
(door to base)

*Cast aluminmum luminaire base (AU Shown)

Notes: 
• Arm, medallion and band must be selected together. 

None of these options can be selected alone.

Notes: 
• Arm, medallion and band must be selected together. 

None of these options can be selected alone.

x

x

x

DOWNTOWN
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Fuse Options

Select Your Options From

SF

DF

Single Fuse

Double Fuse

Finish

The luminaire has a powder coat fi nish utilizing a premium TGIC polyester 
powder. The fi nish is a three-stage process which consists of drying, powder 
application and curing. Before coating, the parts are treated with a fi ve-stage 
pretreatment process, consisting of a heated alkaline cleaner, rinse, phosphate 
coating, rinse and sealant.

For a complete listing of colors, visit:
www.acuitybrandslighting.com/architecturalcolors

Select Your Options From

DBL

DDB

DNA

DWH

CS

CM

ANBK

ANDB

ANDG

ANVG

Black

Dark Bronze

Natural Aluminum

White

Custom Select (RAL colors)

Custom Match

ASL Black

ASL Dark Bronze

ASL Dark Green

ASL Verde Green Refer to website

Notes:
• Consult factory for CM option.

DOWNTOWN




