LOCKING CLEANOUT COVER

6” THICKNESS OR MATCH
PAVEMENT THICKNESS

CLASS C, 9%
SACK, 3600 PSI
CONCRETE PAD

CLEANOUT
BOOT
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10" x 2°=10" x 2'=0"
CONCRETE SLAB

CLASS A, 5 SACK,
3000 PSI CONCRETE
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EXPANDABLE
SCREW PLUG
IN END OF

PIPE

T —EMBEDMENT REQUIRED

CLASS A, 5 SACK,
3000 PSI CONCRETE

22—-1/2° BEND

# 4 BARS TYP
2" BELOW TOP

OF PAD
CLEANOUT ——_| % / ,
NOTES: COVER IN Q 15
CENTER OF
1. CLEANOUTS ARE NOT PERMITTED FOR USE PAD
UNLESS APPROVED BY CITY.

PROVIDE CLEANOUT PAD ON EVERY
CLEANOUT.

THE SIZE OF THE CLEANOUT MUST BE
EQUAL TO THE SIZE OF THE
WASTEWATER COLLECTION SYSTEM MAIN.

CLEANOUTS SHALL NOT BE ALLOWED ON
SANITARY SEWER MAINS 10" OR GREATER
IN DIAMETER.

NO SERVICES ALLOWED ON STACK.

CONCRETE CLEANOUT PAD

* CITY OF ARLINGTON, TEXAS

SANITARY SEWER CLEANOUT
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